PARTS INCLUDED
1. Passenger Grab Rail Assembly
2. Foam Adhesive Pads
3. Clear Fender Film
4. Installation Instructions

Please read and understand entire instructions before starting installation.

THANK YOU FOR CHOOSING KÜRYAKYN!

IN ORDER TO PROTECT YOU AND OTHERS FROM POSSIBLE INJURY AND/OR PROPERTY DAMAGE OR LOSS, PLEASE PAY CLOSE ATTENTION TO ALL INSTRUCTIONS, WARNINGS, CAUTIONS AND ATTENTION NOTES REGARDING THE USE AND CARE OF THIS PRODUCT.

ATTENTION! This indication alerts you to the fact that ignoring the contents described herein may negatively affect product performance and functionality.

TOOLS SUGGESTED
Set of Combination Wrenches and a Phillips Screwdriver

STRICLTY OBSERVE THE FOLLOWING GUIDELINES IN ORDER TO USE THE PRODUCT PROPERLY AND AVOID POTENTIALLY DANGEROUS ACCIDENTS.

PROCEDURE

STEP 1 Read and understand all steps in the instructions before starting the installation. Park the motorcycle on a hard, level surface; turn off the ignition and allow the engine to cool.

STEP 2 Remove the hardware that secures the seat. Remove the seat from the motorcycle and set aside for reinstallation.

ATTENTION! If applicable, remove the saddlebags and remove the seat strap from the bike.

STEP 3 Remove the two fender nuts and set aside, they will be reused.

STEP 4 Apply the Clear Fender Film to the fender where the grab rail foam contacts the fender. This will protect the paint on the fender.

STEP 5 Place the new passenger grab rails on the studs that are sticking out of the fender.

STEP 6 Secure the grab rails in place with the two fender nuts that were removed in Step 3. (PIC 1)

STEP 7 Remount the seat and secure it with the mounting fastener that was removed in Step 2.

NOTE; If outfitted with Passenger Armrests, place the adhesive foam pads between the arm rests and the grab rails to prevent contact.

Ride On!