THANK YOU FOR CHOOSING KÜRYAKYN!

PROTECT YOURSELF AND OTHERS FROM POSSIBLE INJURY AND PROPERTY DAMAGE OR LOSS. PAY CLOSE ATTENTION TO ALL INSTRUCTIONS, WARNINGS, CAUTIONS, AND NOTICES REGARDING THE INSTALLATION, USE, AND CARE OF THIS PRODUCT.

**WARNING**
This indication alerts you to the fact that ignoring the contents described herein can result in potential death or serious injury.

**CAUTION**
This indication alerts you to the fact that ignoring the contents described herein may negatively affect product performance and functionality or damage the product itself or the product to which it is being attached.

**NOTICE**
This indication alerts you to the fact that ignoring the contents described herein can result in minor or moderate potential injury.

MAKE SURE THE FOLLOWING PARTS HAVE BEEN INCLUDED IN THE KIT:

1. Throttle Servo Motor Cover — For use with Kuryakyn Air Cleaners
2. Adhesive Gaskets
3. Installation instructions

TOOLS SUGGESTED:
Set of hex wrenches, deep-well socket set and ratchet

These installation instructions contain important information. Ensure that the end user receives this copy and is aware of its importance for future reference.

STEP 1
Read and understand all steps in the instructions before starting the installation. Park the motorcycle on a hard, level surface and turn off the ignition. Allow the engine and exhaust system to cool.

**WARNING**
YOU WILL BE WORKING AROUND THE ENGINE AND EXHAUST SYSTEM DURING INSTALLATION. ENSURE THAT THE ENGINE AND EXHAUST SYSTEM HAVE FULLY COOLED TO PREVENT INJURY.

**CAUTION**
Working around the sharp edges of the cylinder-head fins exposes your hands to injury. Wear protective gloves to prevent serious injury.

**NOTICE**
Avoid damage to the motorcycle. Protect painted surfaces with a soft cloth or blanket.

STEP 2
Remove the existing air cleaner assembly.

CONT.
STEP 3  Ensure the mouth of the throttle body is clean and free of debris. Locate one of the included adhesive gaskets; remove and discard the adhesive backing, align the holes as shown in PIC 1 and apply it to the throttle body.

Notice: Remove all fuel residue, grease, oil, bugs, dirt and other debris from the installation area. Küryakyn WILL NOT issue a warranty for any improperly installed products.

STEP 4  Refer to PIC 2. Locate the Crankcase Breather Adapter included with the new Küryakyn Air Cleaner. **DO NOT install the o-ring into the groove.** Follow the Instructions included with the Air Cleaner to prepare the Breather for installation.

STEP 5  Locate the remaining adhesive gasket; remove and discard the backing.

Refer to PICs 2 and 3. Align the holes and apply the gasket over the groove on the backside of the Adapter to allow for later adjustment of the Throttle Servo Motor Cover.

STEP 6  Refer to the Air Cleaner instructions to determine which screws are used to secure the Breather Adapter. Locate the screws and set them within arms reach of the work area.

STEP 7  Position the Throttle Servo Motor Cover over the throttle body; align the holes.

STEP 8  Refer to PIC 4. Position the Breather Adapter over the Cover; secure the Adapter and Cover to the throttle body with the screws from STEP 6. Leave the three screws loose until they have all been started in their threaded holes. Tighten the screws.

Hypercharger installation tip: Before attaching the Hypercharger, hold it in place, align the mounting holes and check for clearance between the rear Pod screw and the Servo Motor Cover (refer to PIC 5). You may need to loosen the Adapter screws to readjust the Cover.

STEP 9  Follow the Instructions included with the Air Cleaner to complete the installation.

Notice: It is the end user’s responsibility to ensure that all of the fasteners (including pre-assembled) are tightened before operation of the motorcycle. Küryakyn will not provide warranty coverage on products or components lost or damaged due to improper installation or lack of maintenance. Periodic inspection and maintenance are required on all fasteners.

Ride On!

THROTTLE SERVO MOTOR COVER INSTALLATION